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SURE SEAL LAMP RECEPTACLE

8' LAMP CABLE ASSEMBLY WITH UV RESISTANT PROTECTIVE WRAP
PART NUMBER 2567-02

50/60 Hz ELECTRONIC POWER SUPPLY-
(SEE CHART FOR PART NUMBER, VOLTAGE, AND DIMS.)

HEAVY-DUTY SURE-SEAL CONNECTOR:

STAINLESS STEEL LAMP MOUNTING SPRING CLIP!
(2) SUPPLIED, PART NUMBER LHD150

5.00" (A) LAMP OVERALL LENGTH
0.88" DIA.
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UVC HIGH OUTPUT CELL LAMP
SEE DRAWING AUV-2569 FOR LAMP DETAILS
PEK SERIES UVC LAMP AND BALLAST KIT
MODEL (A) OVERALL LAMP LENGTH VOLTAGE AMP DRAW * UVC OUTPUT WEIGHT REPLACEMENT LAMP | REPLACEMENT BALLAST | BALLAST DIMS. (HxWxL)
PEK-18-120 16.00" / 406mm 120 VAC 0.25 128uW/em2 | 3.0 lbs. GCL-18 ™*G270 1.00" X 1.72" x 8.50"
PEK-18-230 16.00" / 406mm 208230VAC | 0.5 128uW/em2 | 3.0 lbs. GaL-18 T™™G275 1.00" X 1.72" x 9.50"
PEK-18-277 16.00" / 406mm 277 VAC 0.10 128uW/em2 | 3.0 Ibs. GCL-18 T™XG280 1.00" x 1.72" X 9.50"
PEK-24-120 22.00"/ 50mm 120 VAC 0.60 198 uW/cm2 | 3.0 Ibs. GoL-24 ™G270 1.00" x 1.72" x 8.50"
PEK-24-230 22.00" / 550mm 208230VAC | 035 198 uW/cm2 | 3.0 Ibs. GoL-24 G275 1.00" x 1.72" x 9.50"
PEK-24-277 22.00" / 50mm 277 VAC 0.30 198uW/am2 | 3.0 bs. GoL-24 TXG280 1.00" x 1.72" x 9.50"
PEK-36-120 34.00"/ 864mm 120 VAC 0.80 330uW/m2 | 3.1 bs. GCL-36 ™*G270 1.00" x 1.72" x 8.50"
PEK-36-230 34.00" / 864mm 208230VAC |  0.40 330uW/m2 | 3.1 Ibs. GCL-36 G275 1.00" x 1.72" x 9.50"
PEK-36-277 34.00" / 864mm 277 VAC 035 330uW/cm2 | 3. Ibs. GCL-36 TXG280 1.00" x 1.72" x 9.50"
PEK48-120 46.00" / 1168mm 120 VAC 115 479uW/cm2 | 3.2 Ibs. GCL-48 ™G270 1.00" x 1.72" x 8.50"
PEK48-230 46.00" / 1168mm 208230VAC |  0.60 479uW/cm2 | 3.2 1bs. GCL-48 G275 1.00" x 1.72" x 9.50"
PEK48-277 46.00"/ 1168mm 277VAC 0.50 479uW/cm2 | 32 Ibs. GCL-48 TXG280 1.00" x 1.72" x 9.50"
PEK-60-120 58.00" / 1473mm 120 VAC 150 620uW/cm2 | 3.3 Ibs. GCL-60 TXG285 1.00" X 1.72" x 19.25"
PEK-60-230 58.00" / 1473mm 208230VAC | 0.80 620uW/cm2 | 33 Ibs. GCL-60 T™XG290 1.00" x 1.72" x 19.25"
PEK-60-277 58.00" / 1473mm 277 VAC 0.70 620uW/cm2 | 3.3 Ibs. GCL-60 TXG295 1.00" x 1.72" x 19.25"
* @ 1 METER IN 45 DEGREE F. - 400 FPM AIRFLOW
18" WHITE & BLACK BALLAST LEAD WIRES
HIGH OUTPUT UVC CELL LAMP (SEE CHART FOR OVERALL LENGTH AND PART NUMBER)
MOUNTING HARDWARE INCLUDED
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PEK SERIES UVC LAMP AND BALLAST MOUNTING KITS
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